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Flanged “Y” type Strainer
PN 10, PN 16 & PN 20 ( Class 150)
DN 250 – 600 ( 10”- 24” )
Carbon Steel & Stainless Steel

Fig. WS2 ___

SERIES

WS
Data given can be changed without notice

ICP VALVES S.A.
E-Mail: sales@ icp-valves.com 
Internet: www.icp-valves.com 

Authorized Distributor 

Page  1  /  4



PDS – WS2__ Rev.3

Flanged “Y” type strainer
Parts and materials

Item Description Carbon Steel Stanleis Steel

1 Body 1.0570 (St 52.3) 1.4401 (AISI 316)1 Body 1.0570 (St 52.3) 1.4401 (AISI 316)

2 Cap 1.0421 (St.52) 1.4401 (AISI 316)

3 Strainer screen

4 Bolt 8.8 A2

5 Nut 8 A2

6 Cap Gasket Syntethic Fiber PTFE

7 Drain plug 1.0401 (C15) 1.4401 (AISI 316)

8 Drain plug gasket Synthetic f iber PTFE

1.4301 (AISI 304)
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Flanged “Y” type strainer
Dimensions

V LA S S.A.V E
R

PN 10 PN 16
PN 20 

(Class 150)
PN 10 PN 16

PN 20 
(Class 150)

250 (10") 730 395 405 406.4 530 920 130 190 192

300 (12") 850 445 460 482.5 630 1020 190 240 243

350 (14") 980 505 520 533.4 770 1200 250 340 342

400 (16") 1100 565 580 596.9 830 1350 330 400 403

450 (18") 1200 615 640 635 920 1500 450 490 492

Weight
ASIZE DC

ØB

450 (18") 1200 615 640 635 920 1500 450 490 492

500 (20") 1250 670 715 698.5 1000 1650 520 550 553

600 (24") 1450 780 840 812.8 1250 1800 670 700 702

700 (28") 1650 895 910 927 1310 2050 820 850 860

800 (32") 1850 1015 1025 1060 1480 2300 970 1000 1020

(*) Dimensions in mm and weight in kg
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Note:
Dimensions not subject to International Standards can vary in ±10%.  ICP reserves the right to change those dimensions without notice, 

due to they do not affect integrity and performance of the valves.
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GENERAL CHARACTERISTICS Fig WS216CS WS210CS WS215CS WS216SS WS210SS & WS215SS

Flanged “Y” type strainer
General Characteristics

GENERAL CHARACTERISTICS Fig. WS216CS, WS210CS, WS215CS, WS216SS, WS210SS & WS215SS

DESIGN STANDARDS

Strainer design AD Merkblatt TRD 301

Face to face Dimensions EN 558-1 SERIES 1

Flanged Dimensions

Visual Inspection MSS SP-55

Marking EN 19

TESTS AND CERTIFICATES

Pressure testing EN 12266-1 P10

EN 1092-1 & ASME B16.5 Class 150

Pressure testing EN 12266 1 P10

Strainer Screen Dimensions:

DN øA B Perforation

250 250 470 1 5 1 1 71

Area 

250 250 470 ø1,5 1: 1,71

300 300 580 ø1,5 1: 1,76

350 350 690 ø1,5 1: 1,79

400 400 800 ø1,5 1: 1,81

450 450 850 ø1,5 1: 1,71

500 500 890 ø1,5 1: 1,61

600 600 1000 ø1,5 1: 1,50

Pressure / Temperature:Pressure drop:

(*) Dimensions in mm

, ,

700 700 1120 ø1,5 1: 1,50

800 800 1280 ø1,5 1: 1,50
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